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PROJECT REFERENCE SHEET NO.
B-4110 2
ROADWAY DESIGN PAVEMENT
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GRADE USE TYPICAL SECTION NO. 1:
POINT —L- STA 14+00.00 TO 16+66.61 Ofice of: GIBSON
| 0.02 FIFT 0.02 FTFT §D 0.08_ -L- STA 18+16.71 TO 22+00.00 ENGINEERS, PC

- ~ = 41 NOTE: FOR VARIABLE SLOPES SEE CROSS SECTIONS.
AN .-

VARIABLE SLOPES

GRADE TO THIS LINE

TYPICAL SECTION NO. 1

DETAIL 1B
& | EXTRA LENGTH (1)
N UB\ GUARDRAIL POST
L GUARDRAIL POST HOLE

FOR VARIABLE WIDTHS SEE GUARDRAIL SUMMARY
AND CROSS-SECTIONS

DETAIL 1A

VAR. SHOULDER WIDTH

VARIABLE SLOPES

DETAIL 1A ‘
USE AT GUARDRAIL LOCATIONS ~ USE DETAIL 1B IN CONJUNCTION WITH SECTION 1 AT:

-L- STA 15+32.85 LT TO 16+25 LT

39 OUT TO_OUT USE TYPICAL SECTION NO. 2:
36'-6" CLEAR ROADWAY ; _L- STA 16+66.61 TO 18+16.71
v | | 510 2 G-L- *3.80 TO 3" * BRIDGE TO BE CONSTRUCTED ON A TANGENT. ALIGNMENT

8.6 | 6.49 | ON A CURVE RESULTS IN VARIABLE BRIDGE RAIL OFFSETS
| WITH A MINIMUM OF 3'. |

GRADE JL |
jE POINT PAVEMENT SCHEDULE

) 0.04 FIFT 0.04 FIFT
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C1 PROP. APPROX. 2" ASPHALT CONCRETE SURFACE COURSE, TYPE SF9.5A,
AT AN AVERAGE RATE OF 110 LBS. PER SQ. YD. IN EACH OF TWO LAYERS
TYPICAL SECTION NO. 2
D1 PROP. APPROX. 215" ASPHALT CONCRETE BINDER COURSE. TYPE I19.0B,
AT AN AVERAGE RATE OF 285 LBS. PER SQ. YD.
E1 PROP. APPROX. 415" ASPHALT CONCRETE BASE COURSE, TYPE B25.0B,
AT AN AVERAGE RATE OF 513 LBS. PER SQ. YD.

T EARTH MATERIAL.

NOTE: PAVEMENT EDGE SLOPES ARE 1:1 UNLESS SHOWN OTHERWISE.
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